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Areas for Application 
•	 Parks

•	 Highways
•	 Public Spaces
•	 Parking Lots

•	 Security Lighting
•	 Pedestrian Pathways 

300W LSTA ARCHITECTURAL LIGHT
TECHNICAL DATA SHEET

Elegance meets ergonomic design with our 

smartly engineered architectural style street 

light which is designed to deliver the perfect 

light output to create safe and secure urban 

environments. It is equipped with advanced 

thermal management, a simple heat sink, 

industry leading surge protection, and a 

powder-coat finish to prevent corrosion, 

ensuring it will last well in to the future.



TECHNICAL SPECIFICATIONS

Material & Finish

Ingress Protection Rating IP65

Impact Rating IK08

Material Compostion (Body) Aluminium alloy 

Material Compositon (Lens) Polycarbonate Optical Lens

Finish Powder coating

Fixture Colour Black body

Category of Corrosion C4-M

Weight & Packaging 

Luminaire Weight 7.59kg

Product Dimensions 625 x 303 x 82mm

Packaged Weight 8.69kg

Carton Size 710 x 390 x 215mm

Product

Model LSTA 300W

Luminaire Information

Rated Power 300W

Operating Temperature Range -30° ~ +45° c

Mounting Option

Pole Mount

Arm mount Square/Round

U bracket

Dimmable Optional

Electrical Characteristics 

Operating Voltage Range 220 - 240VAC

Frequency Range 50 - 60Hz

Power Factor >0.92

Driver Sosen

Driver Type Constant Current (CC)

Control Plug & Play or PIR Sensor

Zhaga Socket

Surge Protection 6kV line-line, 10kV line-

earth

Warranty

Warranty 5 years
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Optical Characteristics

Correlated Colour Temperature 5000K (4000K Optional)

Colour Rendering Index
70Ra Standard (80Ra 

optional)

LED Type SMD

LED Expected Lifespan 70,000 hrs

Light Efficacy 155lm/w

Luminous Flux 46,500lm

Beam Angle
Type III medium 

Type V short round

Effective Projected Area 2.44ft2

MOUNTING OPTIONS

POLE MOUNT ARM MOUNT - SQUARE/ROUND U BRACKET
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DIMENSIONS

TYPE II MEDIUM TYPE IV SHORT ROUND

COLOUR TEMPERATURES

WARM WHITE 
 
2700K - 3000K

COOL WHITE 
 
5900K - 6500K

1000K 2000K 3000K 5000K4000K 6000K 7000K

ILLUMINANCE AT DISTANCE

POLE MOUNT

ARM MOUNT

          HHBB0011    LLEEDD  HHiigghh  BBaayy
SSTT3377  AAnnoollee  LLEEDD  AArreeaa  LLiigghhtt

VVeerrssiioonn::  33..33

EElleeccttrriiccaall  IInnffoorrmmaattiioonn
MMooddeell  NNoo.. ST37-030 ST37-040 ST37-060 ST37-100 ST37-150 ST37-200 ST37-300

PPoowweerr  CCoonnssuummppttiioonn((±±55%%)) 30W 40W 60W 100W 150W 200W 300W

PPoowweerr  SSuuppppllyy SOSEN SOSEN

IInnppuutt  VVoollttaaggee 100-240VAC 50/60Hz 220-240  50 / 60 Hz

PPoowweerr  FFaaccttoorr >0.92

SSuurrggee  PPrrootteeccttiioonn 6kV line-line, 10kV line-earth

DDrriivveerr  TTyyppee Constant Current (CC)

CCoonnttrrooll
Plug-and-play Microwave or PIR sensor

Zhaga Socket

OOppttiicc  IInnffoorrmmaattiioonn
LLEEDD  TTyyppee LED 3030

LLuummiinnoouuss  FFlluuxx  ((±±1100%%)) 4350lm 5800lm 8700lm 15500lm 23250lm 31000lm 46500lm

EEffffiiccaaccyy((55000000KK  RRaa7700)) 145lm/W 155lm/W

CCoorrrreellaatteedd  CCoolloorr  TTeemmppeerraattuurree 5000K ( 4000K optional)

CCoolloorr  RReennddeerriinngg  IInnddeexx Ra70 (Ra80 optional)

BBeeaamm  AAnnggllee TypeⅡ(R08802)/TYPE III (R08803) 
TypeⅣ(R08804)/TYPE V(R08805)

TypeⅡ(R21603)/TYPE III (R21601) 
TypeⅣ(R21604)/TYPE V(R21602)

UUGGRR  lleevveell /

DDeessccrriippttiioonn DDiimmeennssiioonnss  aanndd  MMoouunntt

PPrroodduucctt  DDiimmeennssiioonn 314x210x82mm 397x286x82mm 625x303x82mm
Anole area/site family is available in three sizes as well as a variety of 
outputs allowing you to customize your lighting design to meet 
application requirements. Designed for sustained, long-term 
performance with advanced thermal management, an elegantly 
simple heat sink and industry leading surge protection, Anole brings 
the traditional shoebox practicality into the next generation of LED 
lighting.

LLuummiinnaaiirree  NNeett  WWeeiigghhtt 2.79kg±0.3kg 2.87±0.3kg 2.93±0.3kg 4.64±0.3kg 4.75±0.3kg 6.98±0.3kg 7.59±0.3kg

EExxppoorrtt  CCaarrttoonn  SSiizzee 440x395x215mm 495×390×215mm 710×390×215mm

GGrroossss  WWeeiigghhtt 3.51±0.3kg 3.59±0.3kg 3.65±0.3kg 5.54 ± 0.3kg 5.65±0.3kg 8.08 ±0.3kg 8.69 ±0.3kg

MMoouunnttiinngg  OOppttiioonn

Integral Slipfitter

Yoke Mount

Square /Round Pole Mount

MMaatteerriiaall
Aluminum Alloy

KKeeyy  FFeeaattuurreess Polycarbonate Optical Lens

FFiinniisshh Powder Coating

• Entry level 145lm/W & high configuration 155lm/W for option.
30W/40W/60W/100W / 150W / 200W / 300W, to replace75W to 
750W HID luminaires.                                                                                                                            
Delivers up to 46,500 lumens.
TypeⅡ,Type III,TypeⅣ and type V light distributions that covers the 
parking lots, and streets. 
•  Photocell or Occupancy Sensor option dims product when space is 
not occupied.
External glare shield and bird spikes available.
•  Versatile mounting: Square or round pole mount, adjustable slip-
fitter and wall mount.
• 5 years warranty

FFiixxttuurree  CCoolloorr Black body

EEPPAA 0.85ft² 1.47ft² 2.44ft²
IIKK  RRaattiinngg IK08

IIPP  RRaattiinngg IP65

CCaatteeggoorryy  ooff  ccoorrrroossiioonn C4-M

LLiiffeessppaann  aanndd  WWaarrrraannttyy
OOppeerraattiinngg  TTeemmppeerraattuurree -30°C to + 45°C

LLiiffee  TTiimmee  ooff  LLEEDD  @@TTaa==2255°°CC 34739hrs-L90

70730hrs-L80

10860hrs-L70

WWaarrrraannttyy 5 Years

AApppplliiccaattiioonnss  NNeeww  FFeeaattuurreess

•  Parking lot
•  Roadway lighting
•  Park
•  Main road

PPhhoottoommeettrryy

MMoouunnttiinngg  OOppttiioonnss
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TYPE III MEDIUM TYPE V SHORT ROUND

          HHBB0011    LLEEDD  HHiigghh  BBaayy
SSTT3377  AAnnoollee  LLEEDD  AArreeaa  LLiigghhtt

VVeerrssiioonn::  33..33

EElleeccttrriiccaall  IInnffoorrmmaattiioonn
MMooddeell  NNoo.. ST37-030 ST37-040 ST37-060 ST37-100 ST37-150 ST37-200 ST37-300

PPoowweerr  CCoonnssuummppttiioonn((±±55%%)) 30W 40W 60W 100W 150W 200W 300W

PPoowweerr  SSuuppppllyy SOSEN SOSEN

IInnppuutt  VVoollttaaggee 100-240VAC 50/60Hz 220-240  50 / 60 Hz

PPoowweerr  FFaaccttoorr >0.92

SSuurrggee  PPrrootteeccttiioonn 6kV line-line, 10kV line-earth

DDrriivveerr  TTyyppee Constant Current (CC)

CCoonnttrrooll
Plug-and-play Microwave or PIR sensor

Zhaga Socket

OOppttiicc  IInnffoorrmmaattiioonn
LLEEDD  TTyyppee LED 3030

LLuummiinnoouuss  FFlluuxx  ((±±1100%%)) 4350lm 5800lm 8700lm 15500lm 23250lm 31000lm 46500lm

EEffffiiccaaccyy((55000000KK  RRaa7700)) 145lm/W 155lm/W

CCoorrrreellaatteedd  CCoolloorr  TTeemmppeerraattuurree 5000K ( 4000K optional)

CCoolloorr  RReennddeerriinngg  IInnddeexx Ra70 (Ra80 optional)

BBeeaamm  AAnnggllee TypeⅡ(R08802)/TYPE III (R08803) 
TypeⅣ(R08804)/TYPE V(R08805)

TypeⅡ(R21603)/TYPE III (R21601) 
TypeⅣ(R21604)/TYPE V(R21602)

UUGGRR  lleevveell /

DDeessccrriippttiioonn DDiimmeennssiioonnss  aanndd  MMoouunntt

PPrroodduucctt  DDiimmeennssiioonn 314x210x82mm 397x286x82mm 625x303x82mm
Anole area/site family is available in three sizes as well as a variety of 
outputs allowing you to customize your lighting design to meet 
application requirements. Designed for sustained, long-term 
performance with advanced thermal management, an elegantly 
simple heat sink and industry leading surge protection, Anole brings 
the traditional shoebox practicality into the next generation of LED 
lighting.

LLuummiinnaaiirree  NNeett  WWeeiigghhtt 2.79kg±0.3kg 2.87±0.3kg 2.93±0.3kg 4.64±0.3kg 4.75±0.3kg 6.98±0.3kg 7.59±0.3kg

EExxppoorrtt  CCaarrttoonn  SSiizzee 440x395x215mm 495×390×215mm 710×390×215mm

GGrroossss  WWeeiigghhtt 3.51±0.3kg 3.59±0.3kg 3.65±0.3kg 5.54 ± 0.3kg 5.65±0.3kg 8.08 ±0.3kg 8.69 ±0.3kg

MMoouunnttiinngg  OOppttiioonn

Integral Slipfitter

Yoke Mount

Square /Round Pole Mount

MMaatteerriiaall
Aluminum Alloy

KKeeyy  FFeeaattuurreess Polycarbonate Optical Lens

FFiinniisshh Powder Coating

• Entry level 145lm/W & high configuration 155lm/W for option.
30W/40W/60W/100W / 150W / 200W / 300W, to replace75W to 
750W HID luminaires.                                                                                                                            
Delivers up to 46,500 lumens.
TypeⅡ,Type III,TypeⅣ and type V light distributions that covers the 
parking lots, and streets. 
•  Photocell or Occupancy Sensor option dims product when space is 
not occupied.
External glare shield and bird spikes available.
•  Versatile mounting: Square or round pole mount, adjustable slip-
fitter and wall mount.
• 5 years warranty

FFiixxttuurree  CCoolloorr Black body

EEPPAA 0.85ft² 1.47ft² 2.44ft²
IIKK  RRaattiinngg IK08

IIPP  RRaattiinngg IP65

CCaatteeggoorryy  ooff  ccoorrrroossiioonn C4-M

LLiiffeessppaann  aanndd  WWaarrrraannttyy
OOppeerraattiinngg  TTeemmppeerraattuurree -30°C to + 45°C

LLiiffee  TTiimmee  ooff  LLEEDD  @@TTaa==2255°°CC 34739hrs-L90

70730hrs-L80

10860hrs-L70

WWaarrrraannttyy 5 Years

AApppplliiccaattiioonnss  NNeeww  FFeeaattuurreess

•  Parking lot
•  Roadway lighting
•  Park
•  Main road

PPhhoottoommeettrryy

MMoouunnttiinngg  OOppttiioonnss
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          HHBB0011    LLEEDD  HHiigghh  BBaayy
SSTT3377  AAnnoollee  LLEEDD  AArreeaa  LLiigghhtt

VVeerrssiioonn::  33..33

DDiimmeennssiioonnss

AAcccceessssoorriieess

AGC Lighting Co., Ltd
Add: Building A, No.3 Plant, Jian An Road, Tang Wei Community, Fuyong Street, Baoan District, Shenzhen, China.  
Phone: +86-755 33581001 /Website: www.agcled.com

  

OOppttiicc  lleennss
High transmittance PC materials, 
UV test approval.
Code:R08803
Code:R08805
Code:R21601
Code:R21602

PPhhoottoocceellll    ccoonnttrroolllleerr

PS-A00-01

SShhaarrkk  PPIIRR  sseennssoorr

ANT-6-4T

SShhaarrkk  sseennssoorr  ccoonnttrroolllleerr

RC100
Compatible with ANT-6-4T,
ANT-5-4T

AArrmm  mmoouunntt

Excellent anti-corrosion
Aluminum alloy material 
Built for round and square pole
Code: BC-ST37-01

SSlliippffiitttteerr  mmoouunntt

Excellent anti-corrosion
Aluminum alloy material 
Built for 60mm Dia. pole
Angle adjustable
Code: BC-ST37-02

ZZhhaaggaa  ssoocckkeett

ZG-A00-01

SShhaarrkk  mmiiccrroowwaavvee  sseennssoorr

ANT-5-4T
Bi-level motion sensor

YYookkee  MMoouunntt

SPCC materials with outdoor 
powder coating
Angle adjustable
Code:BC-ST37-03(30-60W)
Code:BC-ST37-04(100-300W)
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