
Areas for Application 
•	 Public Parks

•	 Coastal Parking Lots 
•	 Coastal Public Spaces

•	 General Coastal Area Lighting
•	 Pedestrian Pathways 
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The LBLM marine grade 
bollard light features an 
architectural design making 
it suitable for pathways, 
parks and public spaces in 
coastal areas. Finished with 
a C5-M coating for enhanced 
corrosion resistance, 
delivering reliable, long 
lasting illumination in coastal 
and outdoor environments.

24W LBLM Marine Bollard
TECHNICAL DATA SHEET



TECHNICAL SPECIFICATIONS

Material & Finish

Ingress Protection Rating IP66

Impact Rating IK10

Material Compostion (Body) Aluminium alloy 

Material Compositon (Lens)
Polycarbonate optical 

lens

Finish Powder coating

Fixture Colour Black RAL 9017

Category of Corrosion C5-M

Weight & Packaging 

Product Dimensions
0.5m: 165 × 500mm  

0.9m: 165 × 900mm

Luminaire Net Weight
0.5m: 4.5kg 

0.9m: 6.16kg

Carton Size (All in one package) 

Fully Assembled 0.5m: 

655 × 210 × 215mm

Fully Assembled 0.9m: 

1065 × 210 × 215mm 

Gross Weight 

Full-assembled 0.5m: 

5.2kg 

Full-assembled 0.9m: 

7.2kg

Product

Model LBLM 24W

Luminaire Information

Rated Power 24W

Operating Temperature Range -30°C to + 50°C

Mounting Option
Mounting kit with anchor 

bolts

Control
Non-Dimmable

Optional Dimmable or DALI

Electrical Characteristics

Operating Voltage Range 220 - 240VAC

Frequency Range 50/60 Hz

Power Factor >0.9

Surge Protection
0.5kV Line - Line

2kV Line - Earth

Driver Upshine

Driver Type Constant Current

Warranty

Warranty 5 Years
Optical Characteristics

Correlated Colour Temperature
4000K Standard 

(3000K - 5000K optional)

Colour Rendering Index Ra 80

LED Type LED 3030

LED Expected Lifespan 78,500 hours at L80

Light Efficacy 80lm/w

Luminous Flux 1920Lm

Beam Angle
Type IV

Type V
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     HB01  LED High Bay
Specifications - BL01  LED Bollard Light

Version: 3.7

Photometry

Mounting Options

Dimensions

Accessories

AGC Lighting Co., Ltd
Add: Building A, No.3 Plant, Jian An Road, Tang Wei Community, Fuyong Street, Baoan District, Shenzhen, China.  
Phone: +86-755 33581001 /Website: www.agcled.com

0.5M   14W/24W 0.9M   14W/24W Base plate templates

14W 24W 

Mounting kit with anchor bolts      

Terminal Box 
 

Code: CK-B01-01

R03201 R03202 R03203 R03201 R03203R03202

Unit:mm/inch 

Round House Side Shield 
To reduce glare light 

Code: BL01-L135

Backfilled Anchor 
Q235 +SPCC, hot dip galvanizing
Φ130x508mm.

Code: MT-B01-02
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COLOUR TEMPERATURES

WARM WHITE 
 
2700K - 3000K

COOL WHITE 
 
5900K - 6500K

1000K 2000K 3000K 5000K4000K 6000K 7000K

DIMENSIONS 0.5M

BEAM ANGLES 

DIMENSIONS 0.9M

TYPE IV

MOUNTING PLATE DIMENSIONS 
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          HHBB0011    LLEEDD  HHiigghh  BBaayy
SSppeecciiffiiccaattiioonnss  --  BBLL0011    LLEEDD  BBoollllaarrdd  LLiigghhtt

VVeerrssiioonn::  33..44

PPhhoottoommeettrryy

MMoouunnttiinngg  OOppttiioonnss

DDiimmeennssiioonnss

AAcccceessssoorriieess

AGC Lighting Co., Ltd
Add: Building A, No.3 Plant, Jian An Road, Tang Wei Community, Fuyong Street, Baoan District, Shenzhen, China.  
Phone: +86-755 33581001 /Website: www.agcled.com

00..55MM      1144WW//2244WW 00..99MM      1144WW//2244WW BBaassee  ppllaattee  tteemmppllaatteess

1144WW  2244WW  

Mounting kit with anchor bolts      

TTeerrmmiinnaall  BBooxx  
 

Code: CK-B01-01

R03201 R03202 R03203 R03201 R03203R03202

UUnniitt::mmmm//iinncchh  

RRoouunndd  HHoouussee  SSiiddee  SShhiieelldd  
To reduce glare light 

Code: BC-B01-02

BBaacckkffiilllleedd  AAnncchhoorr  
Q235 +SPCC, hot dip galvanizing
Φ130x508mm.

Code: MT-B01-02
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TYPE V



BACKFILLED ANCHOR DIMENSIONS
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