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Areas for Application 
•	 Pathways

•	 Parks
•	 Recreational Areas
•	 Public Walkways

•	 Gardens

A sustainable solar bollard lighting 
solution designed for reliable pathway 
and landscape illumination. Powered 
by the sun, it delivers high-efficacy 
performance with integrated controls 
for efficient operation. Built for 
durability, it offers low maintenance, 
energy efficient lighting across a 
range of outdoor applications.
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TECHNICAL SPECIFICATIONS

Material & Finish

Ingress Protection Rating IP66

Impact Rating IK07

Material Compostion (Body) Aluminium alloy 

Material Compositon (Lens)
Polycarbonate Optical 

lens

Panels
Mono-crystalline solar 

panel

Finish Powder Coating

Fixture Colour Black RAL 9017

Weight & Packaging 

Product Dimensions 230 x 920mm

Product Weight 6.6kg

Packaging Dimensions 1090 x 300 x 305mm

Packaged Weight 8.3kg

Optical Characteristics

Correlated Colour Temperature
4000K Standard  

(2700K - 5000K optional)

Colour Rendering Index 80Ra 

LED Type LED 2835

LED Expected Lifespan 169,000hrs at L80B50

Light Efficacy 130lm/w

Luminous Flux 340lm

Beam Angle Type V

Product

Model LBLS-3W09

Luminaire Information

Rated Power 3W

Operating Temperature Range -0° ~ +50 ° c

Mounting Option
Mounting kit with anchor 

bolts

Dimmable Timmer Dimming

Accessories Backfilled Anchor

Electrical Characteristics 

Battery LiFePO4

Battery Capacity 38.4Wh

Charging Time >8 hours

Operating Time
Normal mode >10 hours

Intelligent Mode: 2 - 3 days

Solar Panel Type Mono-Crystalline

Solar Panel Wattage 5W
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Warranty

Battery 3 years

Fixture Warranty 5 years



ILLUMINANCE AT DISTANCE
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Type V

     HB01  LED High Bay
Specifications - BL04  LED Bollard Light

Version: 3.8

Dimensions

Accessories

AGC Lighting Co., Ltd
Add: Building A, No.3 Plant, Jian An Road, Tang Wei Community, Fuyong Street, Baoan District, Shenzhen, China.  
Phone: +86-755 33581001 /Website: www.agcled.com

0.5m 0.9m Base plate templates Unit:mm/inch 

Round House Side Shield 
To reduce glare light 

Code: BC-B01-01

Backfilled Anchor 
Q235 +SPCC,hot dip galvanizing
Φ130x508mm.

Code: MT-B01-02

Remote Controller
Remote Controller for Solar Street light . 
Code:  SU10G
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Specifications - BL04  LED Bollard Light

Version: 3.8

Applications Lifespan and Warranty
Operating Temperature 0°C to + 50°C(32°F to 122°F)

•  Gardens
•  Pathways 
•  Sidewalk 
•  Building entrance

Life Time of LED @Ta=25°C

80,000hrs-L90

169,000hrs-L80

271,000hrs-L70

Warranty
Battery 3 Years

Other accessories 5 Years

New Features

* Please consult us for details.

Photometry

Mounting Options

3W beam angle

Mounting kit with anchor bolts      

R03201 R03202 R03203
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Backfilled Anchor
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COLOUR TEMPERATURES

WARM WHITE 
 
2700K - 3000K

COOL WHITE 
 
5900K - 6500K

1000K 2000K 3000K 5000K4000K 6000K 7000K

DIMENSIONS


