LE OTEC
75W LPL POST TOP LIGHT

TECHNICAL DATA SHEET

The LPL Post Top

Light delivers uniform
IlLlumination with a focus
on visual comfort and
ambience. Featuring

selectable wattage
and CCT for flexible

performance, making it
suitable for a range of
public applications.




TECHNICAL SPECIFICATIONS

Material & Finish

Ingress Protection Rating

P66

Impact Rating

IK08

Material Compostion (Body)

Aluminum Alloy

Material Composition (Lens) Polycarbonate
Finish Powder Coating
Colour RAL9017

Physical Characteristics

Product Dimensions

0450 x 526mm

Net Weight 7.22kg
Packaging Dimensions 450 x 450 x 526mm
Gross Weight 8.82kg

Product
Model LPL-V2 75W
Luminaire Information
75W
Rated Power 22W /1 37W / 56W
Selectable
Operating Temperature Range -30°C ~ +50°C
Mounting Post top
Electrical Characteristics
Operating Voltage Range 100 - 277VAC
Frequency Range 50-60Hz
Power Factor >0.90
6kV line-line

Surge Protection

10kV line-earth

Spigot Size

60mm Standard
76mm Optional

Optical Characteristics

Driver Sosen

Driver type Constant Current
Warranty

Warranty 5 Years

3000K / 4000K
Correlated Colour Temperature

Selectable
Colour Rendering Index 80Ra
LED Type SMD 3030
LED Expected Lifespan 126,500hrs at L90B50
Light Efficacy 120lm/w

Luminous Flux

75W: 8959 - 9575lm
22W: 2937 - 3024lm

Beam Angle:

Type 5 Short Round:
158°
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COLOUR TEMPERATURES
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ILLUMINANCE AT DISTANCE
TYPE 5 SHORT ROUND: 153°
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POWER & CCT SELECTABLE

Factory set:
100% brightness, 3000K(WW)
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