
30W LSTS SOLAR LIGHT
TECHNICAL DATA SHEET

Areas for Application 
•	 Pathways

•	 Parks
•	 Recreational Areas

•	 Carparks
•	 Public Walkways

•	 Commercial Exteriors

A sustainable solar lighting solution 

powered by the sun, delivering  

high-efficacy performance for reliable 

illumination. Equipped with a microwave 

motion sensor, it enhances energy 

efficiency by adapting light output to 

activity levels. Designed for a wide range 

of public and outdoor applications, it 

offers dependable, low maintenance 

operations. 
 

8/94 Forsyth Street O’Connor WA, 6163 

+61 (08) 6371 1780 
 

sales@ledtec.com.au 
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TECHNICAL SPECIFICATIONS

Material & Finish

Ingress Protection Rating IP66

Impact Rating
IK08 (Solar Panel not 

included)

Material Compostion (Body) Aluminium alloy 

Material Compositon (Lens)
Polycarbonate Optical 

lens

Panels
Mono-crystalline solar 

panel

Finish Powder Coating

Fixture Colour Gray - RAL870-3

Weight & Packaging 

Product Dimensions 800 x 269 x 213mm

Product Weight 8.0kg

Packaging Dimensions 900 x 335 x 210mm

Packaged Weight 9.0kg

Optical Characteristics

Correlated Colour Temperature
4000K Standard  

(2700K - 5000K optional)

Colour Rendering Index 80Ra 

LED Type LED 2835

LED Expected Lifespan 102,000hrs at L80B50

Light Efficacy 200lm/w

Luminous Flux 5118 - 5291lm

Beam Angle Type A Short

Product

Model LSTS 30W V2

Luminaire Information

Rated Power 30W

Operating Temperature Range -0° ~ +50 ° c

Mounting Option
Pole Mount

Wall Mount

Mounted height 0-7 metres

Dimmable Non-Dimmable

Spigot Size 60mm

Accessories
76mm Spigot Adaptor

Wall Mounting Adaptor

Electrical Characteristics 

Battery LiFePO4

Battery Capacity 230.4Wh

Charging Time 7.5 Hours

Operating Time
Full Power on 6 hours

Intelligent Mode: 2 - 3 days

Solar Panel Type Mono-Crystalline

Solar Panel Wattage 33W

Control
Microwave Motion Sensor

Timer Dimming Function

www.ledtec.com.au								                      © Ledtec Pty Ltd - April 2026

Warranty

Battery 3 years

Fixture Warranty 5 years



ILLUMINANCE AT DISTANCE
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DEFAULT

OPTICS

Type Ⅱ Medium(58x162° Tilt25°)  
R08802

RECOMMENDED

DEFAULT

Type Ⅱ Short (64x145° Tilt30°)
U16602

RECOMMENDED

Type Ⅳ very Short(67x150° Tilt60°)
R08804 

Type Ⅲ short (44x147° Tilt45°)
U16603

Type ⅤS 158°
U16605

Type Ⅲ Medium (79x152° Tilt40°)
R08803 

MEASUREMENT (Solar power)

A

B

C

Product code
Luminaire dimensions 

AxBxC(mm)

SL02-010

SL02-020

SL02-030

SL02-040

583×239×205

583×239×205

800×269×213

855×305×213

Carton size
(mm)

Qty/CTN

685x310x205

685x310x205

900x335x210

960x370x190

1

1

1

1

Standard PWM

Premium MPPT

Standard PWM

Premium MPPT

Standard PWM

Premium MPPT

Standard PWM

Premium MPPT

4.50

4.70

4.60

5.30

6.80

8.00

7.80

9.00

5.90

6.20

6.10

6.70

8.70

9.90

9.70

11.00

SL02-050

SL02-060

995x371x259

995x371x259

1115x455x200

1115x455x200

1

1

Standard

Standard

12.50

14.60

15.20

16.80

Product weight
(kg ) ±6%

N.W/PC

Package weight
(kg ) ±6%

G.W/CTN

Qty/CTN/

800

269

213
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(kg ) ±6%

N.W/PC

Package weight
(kg ) ±6%

G.W/CTN

Qty/CTN/

Type A Short - 64˚ x 145˚ Tilt 30˚

COLOUR TEMPERATURES

WARM WHITE 
 
2700K - 3000K

COOL WHITE 
 
5900K - 6500K

1000K 2000K 3000K 5000K4000K 6000K 7000K

DIMENSIONS


